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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 



IS 4531-3 (1988): Swivels, Part 3: Dimensions of Eye [MED 
14: Cranes, Lifting Chains and Related Equipment] 




Jawaharlal Nehru 
'Step Out From the Old to the New" 



aj^&vi iJii^s:y>K^ isb^^ni^seg 



:<>5&i| mT'5K^5?::5:^>^i»l 



K^^^iXSVCd^ 



Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
''Knowledge is such a treasure which cannot be stolen" 




^'^^^r 



k 




BLANK PAGE 



^*-^^^ 





PROTECTED BY COPYRIGHT 



Cfii 



UDC 621-885-6: 006-78 : 621-86-06 **WA?g|feMEI^ laAV^ '^ = ^^'^ ( Part 3 ) - 1988 



Q 
Q. 
O 

4-* 

s 

E 
o 
u 

3 

CO 

«) 

o 

CO 
(0 

O 
o 
o 



o 
o 

X 



/ndian Stahdarct 
SPECIFICATION FOR SWIVELS 

PART 3 DIMENSIONS OF EYE 

( First Revision } 
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1. Scope — Covers the dimensions of round and elongated eye with ball bearing and plain bearing 
used in swivels. 

2. Dimensions 

2-1 The dimensions of round and elongated eye with ball bearing and ptein bearing shall be as 
given in Table 1 ( see also Fig. 1 and 2 ). IVIost dimensions in the series are geometrically similar 
and have been based on one common factor which Is the theoretical diameter, A, of the shank 
of the eye or hook. Some dimensions have to be adapted to fit other standards and must, therefore, 
diverge slightly from precise geometrical similarity. These include all dimensions associated 
with the screw thread or bail bearing, such as the actual shank dimensions. 

2.2 A plus allowance shall be made when forging the shank to allow for machining to the required 
diameter. The tolerance on the machined shank ( dimension Di ) shall be — 0'08 to — 0'25 mm. 
The junction of the shank and the collar shall be radiused. 

2-3 The screw threads and shank nuts used shall comply with the requirements covered in Part 1 of 
this standard. 
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FIG. 1 ROUND EYE AND ELONGATED EYE 
WITH BALL BEARING 



( Dimensions are same as Fig. 1 ) 

FtG. 2 ROUND EYE AND ELONGATED -EYE 
WITH PLAIN BEARING 



TABLE 1 DIMENSIONS OF EYE 

( Clause 2.1 and Fig. 1 and 2 ) 

All dimensions in millimetres. 
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^Boundary dimensions for thrust ball bearings with fiat seats. 
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EXPLANATORY NOTE 

The general requirements of swivels including material, workmanship, tests, marking details, 
etc, are covered in Parti of this standard. The dimensions of bowpiece have been separately 
covered in Part 2 of this standard. 

In the preparation of this standard, assistance has been derived from BS : 4283 : 1968 'Swivels 
for lifting purposes', issued by the British Standards Institution ( BSI ). 
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